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 15 mm 30 mm

PBT RESIN

20  250 VAC, 50-60 Hz

20 ÷ 250 VDC

DC RIPPLE < 10%

< 2.5 mA

200 mA

< 2.5 mA

 10 VAC;  8 VDC

2,2 A for 20 ms

5 mA

25 Hz AC; 40 Hz DC 

10 ms

15% (Sr)

< 1,0% (Sr)

IP 67

-25 °C / +75 °C

<10% (Sr)

YES

-

-

 15 mm 30 mm

PBT RESIN

10  30 VDC

< 10%

< 10 mA

200 mA

< 0.01mA

< 1,5 V

-

-

100 Hz

1 ms

15% (Sr)

< 1,0% (Sr)

IP 67

-25 °C / +75 °C

<10% (Sr)

YES

220 mA

< 10 ms

NOMINAL SWITCHING DISTANCE

HOUSING MATERIAL

OPERATING VOLTAGE

RIPPLE

NO LOAD CURRENT

MAX LOAD CURRENT

LEAKGE CURRENT

VOLTAGE DROP

SURGE CURRENT

MIN. LOAD CURRENT

SWITCHING FREQUENCY

RESPONSE TIME

SWITCHING HYSTERESIS

REPEAT ACCURACY

PROTECTION CATEGORY

OPERATING TEMPERATURE

TEMPERATURE DRIFT

SHORT CIRCUIT PROTECTION

OVERLOAD TRIP POINT

TIME DELAY BEFORE AVAILABILITY

(1)

(1) Available only  “03”  and  “06”  models

(1)

÷

÷

For the latest updated specifications see 
our web site: www.infrainternational.com
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